
Industrial Spark Plugs: Specifications
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Hex 7/8" (22.2 mm) 7/8" (22.2 mm) 7/8" (22.2 mm) 7/8" (22.2 mm) 13/16" (20.8 mm) 13/16" (20.8 mm) 13/16" (20.8 mm) 13/16" (20.8 mm) 13/16" (20.8 mm) 5/8" (16 mm) 5/8" (16 mm) 13/16'' (20.8 mm)

Thread 18 mm 18 mm 18 mm 18 mm 18 mm 18 mm 14 mm 14 mm 14 mm 14 mm 14 mm 14 mm

Reach 13/16" (20.6 mm) 1/2" (12.7mm) 13/16" (20.6 mm) 13/16" (20.6 mm) 13/16" (20.6 mm) 13/16" (20.6 mm) 3/4" (19 mm) 3/4" (19 mm) 3/4" (19 mm) 3/4" (19 mm) 3/4" (19 mm) 3/4'' (19 mm)

Heat Range 3 3 3 3 3 3 3 7 3 3 3 3

Center Electrode 0.8 mm Platinum/
Iridium

0.8 mm Platinum/
Iridium

2.4 mm Iridium 2.0 mm Platinum/
Iridium

2.0 mm Iridium 2.4 mm Iridium 2.0 mm Platinum/
Iridium

Copper with 
Yttrium

2.4 mm Iridium 1.25 mm Iridium 2.4 mm Iridium 0.8 mm Platinum

Ground Electrode Platinum Inlay Platinum Inlay 2.4 mm Iridium Platinum Inlay Platinum Inlay 2.4 mm Iridium Platinum Inlay Nickel 2.4 mm Iridium Platinum Inlay 2.4 mm Iridium Platinum

Gap 0.011'' (0.3 mm) 0.011'' (0.3 mm) 0.011'' (0.3 mm) 0.011'' (0.3 mm) 0.011'' (0.3 mm) 0.011'' (0.3 mm) 0.011'' (0.3 mm) 0.020" (0.5 mm) 0.011'' (0.3 mm) 0.011'' (0.3 mm) 0.011'' (0.3 mm) 0.011'' (0.3 mm)

Resistance 3 kOhm 6 kOhm 6 kOhm 3 kOhm 3 kOhm 6 kOhm 6 kOhm 6 kOhm 6 kOhm 6 kOhm 6 kOhm 1 kOhm
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